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SPL-LED-500 IP
Please keep the manual carefully for future reference

Introduction

Thank you for buying our product. We are confident that our excellent products and service can satisfy you. For your own safety, please read this user manual carefully before installing the device. 

In order to install , operate, and maintain the lighting safety and correctly. We suggest that the installation and operation should be done by the verified technician and follow the instruction strictly.
Checking Parts

Please check if the following parts are included:

 ● 1 x Led light

 ● 1 x Power cable

 ● 1 x User manual

Please check carefully that there is no damage caused by transportation. Should there be any, consult your local dealer  

Caution

This device has left our premises in absolutely perfect condition. In order to maintain this condition and to ensure a safe operation, it is absolutely necessary for the user to follow the safety instructions and warning notes written in this user manual.

We cannot be made liable for damages caused by incorrect installations and unskilled operation!
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Symbol Instruction On The Device 
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-------------------------------------------------------------------------------CE certificate
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------------------------------------------------------------------------------RoHS certificate 

  

----------------------------------The minimum distance from lighted objects (meter)

Safety instruction 

· If the device has been exposed to temperature changes due to environmental changes, do not switch it on immediately. The arising condensation could damage the device. Leave the device switched off until it has reached room temperature.
· Please make sure that the device be earthed.
· Please replace housing if it is broken. This fixture can be using after finished installed.

· The electric connection must carry out by qualified person.

· Make sure that the available voltage is not higher than stated at the end of this manual.

· Make sure the power cord is never crimped or damaged by sharp edges. If this would be the case, replacement of the cable must be done by an authorized dealer.

· If the external flexible cable or cord of this luminaire is damaged, it shall be exclusively replaced by the manufacturer or his service agent or a similar qualified person in order to avoid a hazard.

· Please cut off the power if don't use the fixture or want to clean, maintenance.

Installation

· When install this equipment please make sure there's no flammable surfaces (decorated things, etc) within at least 0.5M distance from flammable surfaces. 

· Please make sure that there's no other equipment or decorating materials obstructed the exhaust fan and the vent-pipe. 

· Products should be install immobility. 

In case of safety, it's very important that to connect the earth with line.
Product Specification
· 14/96 DMX512 channels 

· Sound-Active/Auto-Play/DMX 512/Master-Slave

· Effect: strobe, wash
· IP65 3-pin XLR 

· Power supply: AC100V-240V  50/60Hz

· Rated power: 500W

· LED: 256*1W SMD3535 white LED 7000K，768*0.5W SMD5050RGB Tri LED
· Dimmer: 0-100% linear 32bits
· IP rating: IP65
· Housing: black metal
· Max ambient Temp:-30- 45°C. 
LED digit display menu:



Operation instruction: Press button A will cycle display 10 different functions effect, the front two value of LED digit means the current function( see function map). The end two value means functions’ address and speed. Press B or C can adjust different value, press D to enter.

LED digit display menu instruction 
	Addr                    
	enter
	 +/-
	set address（001-512）       
	enter(save and exit)

	Chnd                     (DMX channel)
	enter
	 +/-
	14 Ch                                  
	enter(save and exit)

	
	
	
	96h                                 
	enter(save and exit)

	SLnd        
(set master,slave unit）
	enter
	 +/-
	Mast  
set as master unit                               
	enter(save and exit)

	
	
	
	SL 1                                set as slave unit
	enter(save and exit)

	Lost                   (DMX lost mode)
	enter
	 +/-
	blac                                 black mode
	enter(save and exit)

	
	
	
	hold                           
 hold last scene 
	enter(save and exit)

	
	
	
	auto                                 auto mode
	enter(save and exit)

	Shnd                 （show mode ）
	enter
	 +/-
	Sh00-Sh00   
show mode                         
	enter(save and exit)

	Sped   
（adjust auto speed）                 
	enter
	 +/-
	SP00-SP99                               adjust auto speed
	enter(save and exit)

	Naun  （manual dimmer)               
	enter
	 +/-
	dinn --> 000-255                       master dimmer
	enter(save and exit)

	
	
	
	Stro --> 000-255                     strobe
	enter(save and exit)

	
	
	
	red --> 000-255                    red dimmer
	enter(save and exit)

	
	
	
	gren --> 000-255                   green dimmer
	enter(save and exit)

	
	
	
	blue --> 000-255                   blue dimmer
	enter(save and exit)

	
	
	
	whit --> 000-255                     white dimmer
	enter(save and exit)

	Tenp (light temperature)                   
	enter
	 +/-
	xxxC                              light temperature
	enter(save and exit)

	Led (backlight ON/OFF)                   
	enter
	 +/-
	on                                      backlight ON
	enter(save and exit)

	
	
	
	off                                  backlight OFF
	enter(save and exit)

	disp(display reverse)                     
	enter
	 +/-
	on                                     Display reverse ON
	enter(save and exit)

	
	
	
	off                                     display reverse OFF
	enter(save and exit)

	Fhrs(light work hours)              
	enter
	　
	light work hours
	enter(save and exit)

	Ver                    
	enter
	　
	current software version
	enter(save and exit)


[MENU] key:

Press this key in normal mode to enter edit mode; Press this key in editing status to return to the previous directory. After entering edit mode, if there is no button pressed for 30 seconds, the light will automatically exit edit mode.

[Up] key:

Press this key to increase the address value; Continuously holding down this key will quickly increase the address value. If there is no button pressed for 30 seconds, it will automatically exit the flash status. Pressing this key in edit mode will select the function menu in the current level directory from bottom to top (as shown in the table below).

[Down] key:

Press this key in normal mode to decrease the address value: If you continue to press and hold this key, the address value will quickly decrease. If there is no button pressed for 30 seconds, it will automatically exit the flashing state. Pressing this key in edit mode will select the function menu in the current level directory in order from top to bottom (see table below).

[Enter] key:

Pressing this key in normal mode has no effect. Pressing this key in edit mode will enter the next level directory of the current menu function item. Please refer to the operations in each function menu for specific operations.
DMX512 
14DMX channels 
	Channel  
	Function
	Value   
	Details

	
	
	
	

	CH1
	master Dimmer                        
	000-255
	0-100% linear dimmer

	CH2
	Strobe                        
	000-009
	OFF 

	
	
	010-090
	VARIABLE STROBE SLOW TO FAST 

	
	
	091-169
	PULSE EFFECT SLOW TO FAST 

	
	
	170-255
	RANDOM STROBE SLOW TO FAST 

	CH3
	LED1-LED16 Dimmer            
	000-127
	0-100% linear dimmer

	CH4
	LED1-LED16 Effect            
	000-015
	NO FUNCTION  

	
	
	016-255
	LED1-LED6 1-30

	CH5
	LED1-LED6 Effect Speed      
	000-255
	speed  SLOW->FAST

	CH6
	Ambientlight Macro            
	000-010
	NO FUNCTION 

	
	
	011-045
	R

	
	
	046-080
	G

	
	
	081-115
	B

	
	
	116-150
	RG

	
	
	151-185
	RB

	
	
	186-220
	GB

	
	
	221-255
	RGB

	CH7
	Ambientlight R1-R16            
	000-255
	0-100% linear dimmer

	CH8
	Ambientlight G1-G16            
	000-255
	0-100% linear dimmer

	CH9
	Ambientlight B1-B16            
	000-255
	0-100% linear dimmer

	CH10
	Ambientlight Effect           
	000-007
	NO FUNCTION 

	
	
	008-255
	light ring auto effect 1-31

	CH11
	Ambientlight Effect Speed     
	000-255
	speed SLOW->FAST

	CH12
	Ambientlight Effect Dir        
	000-127
	Forward 

	
	
	128-255
	Reverse 

	CH13
	Ambientlight-BK Dimmer         
	000-255
	0-100% linear dimmer

	CH14
	Ambientlight-BK Macro          
	000-010
	NO FUNCTION 

	
	
	011-045
	R

	
	
	046-080
	G

	
	
	081-115
	B

	
	
	116-150
	RG

	
	
	151-185
	RB

	
	
	186-220
	GB

	
	
	221-255
	RGB


96DMX channels 
	Channel  
	Function
	Value   
	Details

	
	
	
	

	CH1
	Dimmer1                          
	000-255
	0-100%  liner dimmer

	CH2
	Strobe1-6                           
	000-009
	OFF 

	
	
	010-090
	VARIABLE STROBE SLOW TO FAST 

	
	
	091-169
	PULSE EFFECT SLOW TO FAST 

	
	
	170-255
	RANDOM STROBE SLOW TO FAST 

	CH3
	R1                                 
	000-255
	0-100%  liner dimmer

	CH4
	G1                                 
	000-255
	0-100%  liner dimmer

	CH5
	B1                                 
	000-255
	0-100%  liner dimmer

	CH6
	W1                                 
	000-255
	0-100%  liner dimmer

	CH7
	master Dimmer2                         
	000-255
	0-100%  liner dimmer

	CH8
	Strobe                           
	000-255
	NO FUNCTION

	CH9
	R2                                 
	000-255
	0-100%  liner dimmer

	CH10
	G2                                 
	000-255
	0-100%  liner dimmer

	CH11
	B2                                 
	000-255
	0-100%  liner dimmer

	CH12
	W2                                 
	000-255
	0-100%  liner dimmer

	                       ……………………

	CH91
	master Dimmer6                          
	000-255
	0-100%  liner dimmer

	CH92
	Strobe                          
	000-255
	NO FUNCTION

	CH93
	R6                                 
	000-255
	0-100%  liner dimmer

	CH94
	G6                                 
	000-255
	0-100%  liner dimmer

	CH95
	B6                                 
	000-255
	0-100%  liner dimmer

	CH96
	W6                                 
	000-255
	0-100%  liner dimmer


DMX512 control connection 

        3-Pins DMX Out                       3-Pins DMX In 

     (Female)                                 (Male) 

1. Earth         2. DMX-            3. DMX+

DMX address setting
Each fixture must set a specific starting address. When receiving signal transmission, fixture will receive channel control signals which from the starting address.

According to different requirements or easy to use, the user can set many value fixtures to the same address, also can set up a separate address for every device.

If you set the same address, all the devices will receive from DMX channels signal. All connecting fixtures are jointly controlled, controller can't separate control a device.

If you set a different address, each device will be separate from its particular set the starting address and begin accepting DMX512 control signal, so that more convenient separate control one device. Using this method must be based on channel quantity of device to determine a starting address.

This led light has 14/96 channels. When you choose 14 channels mode, you should set the starting address of the first unit to 1, the second unit to 15(14+ 1), the third unit to 29 (28+1), and so on. When you choose 96 channels mode, you should set the starting address of the first unit to 1, the second unit to 97(96+ 1), the third unit to 193(192+ 1), and so on.

Cleaning and maintenance
Cleaning should be performed every 15-day period, by using a sponge which is dipped with alcohol, rather than wet cloth or other chemical liquid, to clean the mirror.


Attention

Do not see directly light source when open the light, and make sure power off before do any installation or maintenance.
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Never look directly into the light source,
as sensitive persons may suffer an epileptic shock.




           

        


Warranty     Card 

	We will provide 1 year warranty under the condition that user has operated the light normally and lifetime service. We won't provide warranty if the damage is caused by artificial or force majeasure event. Please cut this warranty card and shipped it along with the product to our factory when applying for warranty.

	Product：         

Purchasing date：        

Code of invoice：

	Warranty date: From            To  

	User’s name：                 Add：

	Company：                    Tel：


CAUTION!
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                   �





Keep this device away from rain and moisture!





Unplug mains lead before opening the housing!





        


          �





Warning!





Damages caused by the disregard of this user manual are not subject to warranty. The dealer will not accept liability for any resulting defects or problems. 


 








A: MENU





B: DOWN





C: UP





D: ENTER





A          B         C          D 





CAUTION





  �  Cut off power before cleaning and maintenance!





   � Wires connection must be professional person!
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